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DESCRIPTION
naturaLED® TWP traditional wallpack comes in rugged 
cast-aluminum housing with excellent thermal design. DLC 
qualified, our TWP product offers a popular classic 
appearance for your needs. The traditional shape maintains an 
aesthetic appearance and will replace any building’s wall pack 
or perimeter lighting. Our TWP is ideal for outdoor applications 
such as carports, loading areas, driveways, parking area and 
pathways. Designed for wall mounting above four feet from 
ground. New availabe in Wattage Selectable and Color 
Temperature Selectable option.

TRADITIONAL WALL PACK & CCT 3 (TWP)
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FX

FEATURES

EXAMPLE: FXTWP60SW/CCT3/BZ-PHO

TWP CCT3

Series

TWP

Traditional Wall Pack

Color Temp

Ordering Information

Category

FX   Fixture

WARRANTY
5 Year Warranty

APPLICATIONS
Security Lighting
Pathway Lighting
Perimeter Lighting
Entryway Lighting
Area Lighting

•
•
•
•
•
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ACCESSORIES

BZ

Color

BZ    Bronze

DLC Premium Qualified
ETL Listed
IP65 Rated
Built In Photocell Sensor Included (Easy connector to activate 
the photocell)
Microwave Motion Sensor Compatible
Surge Protect Level: 4KV
Corrosion resistant powder coating
Material: Die Cast Aluminum
Lens: Borosilicate Glass Lens
Input line voltage: 120-277V
Input Current: 
       28W: 0.24A
       38W: 0.32A 
       60W: 0.50A 
       80W: 0.67A
     100W: 0.50A
THD: <20%
Dimmable: 0-10V /1-10V (28W)
Beam Angle:  Forward Throw
Color Temp:  4000K, 5000K or CCT3
Operating temperature: -22˚F - 122˚F
Finish: Bronze

V
DIMMING

IP
65

IP
65

Motion Sensor

PHO

Accessory

PHO   Photocell3000K
4000K
5000K

CCT3    

DUSK
TO DAWN

OFF

ON

DUSK
TO DAWN

OFF

ON

Photocell Sensor Built In*

Emergency Driver

Wireguard

60

Wattage

60   

28/38/60W

SW

Wattage

SW

Selectable Wattage

*Requires an easy installation using the connectors to activate photocell sensor. 

Replacement Lens
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ORDERING

9453

9454

9447

9448

9449

9450

9451

9452

9455

9456

FXTWP28/40K/BZ-PHO

FXTWP28/50K/BZ-PHO

FXTWP38/40K/BZ-PHO

FXTWP38/50K/BZ-PHO

FXTWP60/40K/BZ-PHO

FXTWP60/50K/BZ-PHO

FXTWP80/40K/BZ-PHO

FXTWP80/50K/BZ-PHO

FXTWP60SW/CCT3/BZ-PHO

FXTWP100SW/CCT3/BZ-PHO

4000K

5000K

4000K

5000K

4000K

5000K

4000K

5000K

3/4/5000K

3/4/5000K

28

28

38

38

60

60

80

80

28/38/60

60/80/100

4,128

4,189

5,700

5,700

9,000

9,000

12,000

12,000

 4,404 / 6,260 / 9,134

9,065 / 11,260 / 14,500

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

P

P

P

P

P

P

P

P

P

P

*P= Premium DLC / *S = Standard DLC 

Ordering
Code Description

Color
Temp (K)

Lumens
(lm)

Equiv.
Wattage

(W)
Rated

Hrs
IP65

Rated
DLC
(S/P)

Watts
(W)

•

•

•

•

•

•

•

•

•

•

175-250

175-250

175-250

175-250

250-400

250-400

400- 575

400-575

175-400

400-750

SOLD SEPARATELY

MOUNTING / ACCESSORIES

Motion Sensor

• P10234 SEN-MC605V-D

(Microwave Motion 

Sensor 0-10V)

TRADITIONAL WALL PACK & CCT 3 (TWP)

Select Wattage and Color Temp

Emergency Drivers

• 7334 BAEM15-48BC_MV-A

(Emergency Driver for 

 38W, 60W, 80W, CCT3 models)

• 7336 BAEM4-60BC_MV-A

(Emergency Driver for 28W 

  and 38W)

1-10V

1-10V

0-10V

0-10V

0-10V

0-10V

0-10V

0-10V

0-10V

0-10V

Dimmable

Wireguard

• P10004 WG-TWP-MEDIUM

(Wire Guard for 

Medium 38W, 60W,

80W, 100W, CCT3 models)

Replacement Glass/ Plastic Lens

• P10002 LENS-TWP-SMALL 

   ( Glass Lens Gasket for 28W)

• P10000 LENS-TWP-MEDIUM 

   (Glass Lens Gasket for 38W-100W, 

    CCT3 models)

• P10003 LENS-TWP-PC-MEDIUM 

   (Plastic Lens Gasket for 38W-100W, 

    CCT3 models)



Width (W) inch/mm Depth (D) inch/mmHeight(H) inch/mm

9.05 / 229.95

14.29 / 362.85

14.29 / 362.85

14.29 / 362.85

14.29 / 362.85

14.29 / 362.85

7.29 / 185.25

7.51 / 190.80

7.51 / 190.80

7.69 / 195.45

7.69 / 195.45

7.69 / 195.45

9.21 / 233.86

9.16 / 232.70

9.16 / 232.70

9.16 / 232.70

9.16 / 232.70

9.16 / 232.70

SPECIFICATIONS 
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Wattage

28W

38W

60W

80W

(CCT) 28/38/60

(CCT) 60/80/100

Weight (lbs)

5.51

6.79

6.86

8.07

6.86

9.26

28 Watt 38 Watt
DLC Premium

60 Watt
DLC Premium

PHOTOMETRICS CHART

PACKAGE

Master Pack: 1 pc

TRADITIONAL WALL PACK &CCT 3 (TWP)

80 Watt
DLC PremiumDLC Premium

W D

H

28 Watt 38 Watt / 60 Watt / 80 Watt , CCT 60/100 Watt 
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H
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28/38/60 Watt (CCT)
DLC Premium

60/80/100 Watt (CCT)
DLC Premium
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